
LCD TV 24”  Travel

Main Features: MAIN FEATURES:

- Size: 24 inch,
- Resolution: 1366x768,
- Brightness: 200 nits,
- Contrast: 2000:1,
- View Angle: 176(H)/176(V),
- Response Time: 8ms,
- Maximum Color: 16.7M colors,
- Refresh Rate: 60Hz,
- Color System: PAL SECAM,
- Sound System: DK,
- 7 days EPG (Electronic Program Gouide)
- CI+ Interface
- HOTEL MODE

- Multimedia Player (Photo format: .jpg .jpeg .bmp .png Music: .mp3 .wmv 
  mp4/.aac/.m4a Movie: .avi .mp4/.mpeg4 .ts/.trp .mpg/.mpeg .mkv 
 .mov .dat .vob .rm/.rmvb)
- Multilanguage Menu
- Autoscan
- PVR/Timeshift
- Program Manager 

LCD TV 24”  has perfect and compact size for travel purpose. Despite its small size, has same features as larger models, 
o�ering three DVB-S2, DVB-T2 and DVB-C tuners.  The TV is powered by 12V power supply, with additional cable 
you can use 12/24V and connect your TV in a Camper Van, a holiday house or in a car. 
Charging Cable and RCU with Batteries are attached in Set. 



 LCD TV 24” Travel

HARDWARE SPECIFICATION:

Product full name info:
- Opticum LCD TV 24” ( TV OP HD24P013T - 24 Opticum )

Pcs. in GiftBox: 1
Product size:  550x260x65mm
Product Weight NETTO: 2,4kg
[GB] Gift Box Carton size:  703x123x395mm
[GB] Gift Box Carton weight BRUTTO: 3,35kg
MC on EURO Palette:  42pcs
EURO Palette Height: 200cm
Custom Code: 8528722000

- RF input (75Ω external terminal)
- HDMI input (Video 480i, 480p, 576i, 576p, 720p)

- 12V / 24V input
- Receiving Range: T/T2/C (44MHz-862MHz), 
                                        S2 (950MHz-2150MHz)

- Input Impendence: 75Ω
- Modulation DVB-T: COFDM, QPSK, 16QAM, 64QAM
- Modulation DVB-T2: COFDM, QPSK, 16QAM, 64QAM, 256QAM
- Modulation DVB-C: COFDM, QPSK, 16QAM, 64QAM, 256QAM
- Modulation DVB-S2: QPSK, 8PSK
- Video System: MPEG-2 MP@ML, MPEG-2 MP@HL, H.265

High E�ciency Video Coding (HEVC), also known as H.265  
and MPEG-H Part 2, is a video compression standard, one of 
several potential successors to the widely used 
AVC (H.264 or MPEG-4 Part 10). In comparison to AVC, 
HEVC o�ers about double the data compression ratio 
at the same level of video quality, or substantially improved 
video quality at the same bit rate. It supports resolutions 
up to 8192×4320, including 8K UHD. TV OP HD24P013T

SCREEN SIZE: 24” HD LED TV panel
TUNERS: DVB-T2/C/S2 H.265
MAX RESOLUTION: HD Ready 1366x768
ASPECT RATIO: 16:9
Inputs:
RF: 1 FOR TV, 1 FOR SATELLITE TV
HDMI: 1 
PC RGB (VGA): 1
PC Audio: 1
COMPONENT (YPbPr): 1 (mini terminal)
SCART: 1
CI+: 1
mini AV (Video): 1
USB2.0 (TV): 1
COAXIAL: 1
POWER SAVING: <0,5W
POWER CONSUMPTION: <48W
VESA: 100x100
TV 24" panel - Innolux


